i Home = Roufine Maintenance = Comect Colour Printing
| Correct Colour Printing

If the colour print quality is poor, calibrate the oulput density of each colour, and then perform the colour
alignment.

== DCP-L3515COWIDCP-L3S20CDWDCP-LAS20CDOWEDCP-LASZTCDW
== DCP-L3555COWIDCP-L3S60CDWMFC-L3T40CDWIMF C-L3740C DWEMF C-L3T60COWMWMEF C-LE340CDWY
MFC-LE390CDW

DCP-L3515CDWI/DCP-L3520CDW/DCP-L3520CDWE/DCP-L3527CDW

Press Menu.

Press & or ¥ to select the [Princer] oplion, and then press OK.

Press & or ¥ to select the [ClrCorrection] opfion, and then press OK.
Press & or ¥ to select the [Correcticon] option, and then press OK.
Press & to select [Yes].
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ﬁ The colour comection starts automatically and will take a few minutes.
6. Press Stop/Exit.

DCP-L3555CDW/DCP-L3560CDWIMFC-L3T40CDW/MFC-L3740CDWE/
MFC-L3760CDW/MFC-L8340CDW/MFC-LB390CDW

ﬁ To perform the calibrations of each colour's output density and colour alignment in sequence, set the Auto
Comection function to On.

1. Press Ti [Sectings] = [All Settings] = [Printer] = [Colour Correction] ® [Correction

Start].

ﬁ If your machine displays the [A11 Setctings] menu on the Home screen, skip the [Sectings] Menu.

2. Press [Yes].

ﬁ The Colour comrection starts automatically, and will take a few minutes.

3. Press E]

u Related Information

* Routine Maintenance
+ Set the Auto Comection Function
* Resef the Machine's Colour Comection Settings

Related Topics:
* [mprove the Print Quality




# Home = Routine Maintenance = Comect Colour Printing = Set the Auto Commection Function
| Setthe Auto Correction Function

If you want your machine to automatically perform colour alignment after calibrating colours, tum on the Auto
Comection function.

== DCP-L3515CDWIDCP-L3S20CDWDCP-L3S20COWEDCP-L3AS2TCOW
== DCP-L3555CDWIDCP-L3S60COWMPFC-L3T40CDWIMF C-L3740C DWEMF C-L3F60COWIMF C-LE340CDWY
MFC-LE350CDW

DCP-L3515CDW/DCP-L3520CDW/DCP-L3520CDWE/DCP-L3527CDW

Press Menu.

Press & or ¥ to select the [Frincer] oplion, and then press OK.

Press & or ¥ to select the [ClrCorrection] option, and then press OK.
Press & or ¥ to select the [Auto Correct] opiion, and then press OK.
Press 4 to display the [On] option, and then press OK.

Press Stop/Exit.

DCP-L3555CDW/DCP-L3560CDW/MFC-L3T40CDW/MFC-L3740CDWE/
MFC-L3760CDWIMFC-L8340CDW/MFC-LB390CDW
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1. Press Ti [Settings] ® [All Settings] = [Printer] ® [Colour Correction] = [Buto

Correction] = [Cm].

,ﬁ If your machine displays the [R11 Sectings] menu on the Home screen, skip the [Sectings] menu.

2. Press m

| Related Information
* Comect Colour Printing




i Home = Routine Maintenance = Comect Colour Printing = Reset the Machine's Colour Comection Settings
| Reset the Machine's Colour Correction Settings

If the output colour differs from what you see on your screen, fry resetting your machine's colour comection
seftings.
== DCP-L3515COWIDCP-L3520CDW/DCP-L3S20CDWE/DCP-LAS2TCDW

== DCP-L3555COWIDCP-L3560CDWMPC-L3T40CDWIMF C-L3740C DWEMF C-L3760 COWWMF C-LE340C WY
MFC-LE390CDW

DCP-L3515CDWIDCP-L3520CDW/DCP-L3520CDWE/DCP-L3527CDW

Press Menu.

Press & or ¥ to select the [Princer] oplion, and then press OK.

Press & or ¥ to select the [ClrCorrection] option, and then press OK.
Press & or ¥ to select the [Reset] opiion, and then press OK.

Press & to select [Reset].

Press Stop/Exit.

DCP-L3555CDW/DCP-L3560CDWIMFC-L3TA0CDW/MFC-L3740CDWE!
MFC-L3760CDW/MFC-L8340CDW/MFC-LB390CDW
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1. Press Ti [Settings] ® [All Settings] ® [Printer] ® [Colour Correction] = [Reset].

ﬁ If your machine digplays the [R11 Sectings] menu on the Home screen, skip the [Sectings] menu.

2. Press [Yes].

3. Press m

.| Related Information
* Comect Colour Printing




